
RÅD OG TIPS 
MONTERING AV ELVARM VARMELISTER PÅ VEGG

NB! Denne beskrivelsen erstatter ikke sikkerhetstiltakene som er beskerevet  
i bruksanvisningen!

Påse at varmelisten ikke står i spenn - det skal være mulig å rikse den litt.
Dersom varmelisten står i spenn kan banke eller tikkelyder komme fra veggfestene.  
Flytt veggfestet eller varmelisten litt, slik at veggfestet ikke henger seg opp i samme punkt.

Veggfestet monteres vinkelrett i 
forhold til ovnen.

Still varmelisten med fronten mot veggen og 
bruk den som linjal for å merke festepunktene. 

For FX125k skal merkene være minst 3 cm  
over ovnen.

Varmelisten utvider seg under oppvarming  
og må derfor gli fritt i veggfestene!

Skruen skal ikke strammes mer enn at 
veggfestet holder tak i varmelisten.

Sjekkes før kontrollboksen 
skrus fast i veggen.

Avstand mellom festepunktene 
max 1,3 m. Siste veggfeste monteres 
ca. 10 cm fra enden.

FX500kFX8p
FX16p
FX125k
FX175k
FX400k

Monter veggfestene 
i forhold til merkene 
som vist.



TIPS AND ADVICES 
INSTALLING ELVARM HEATING PANEL ON WALL

NB! This description does not replace the safety measures described in the users 
manual!

Ensure that the heater panel is not in tension - it shall have some movement.
If the heater in tension, then noise from the brackets may occur. Relocate the bracket or 
heater slightly to avoid brackets to hook into the same spots.

Position the brackets on 
the marks as shown.

The wall bracket to be mounted straight.
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Place the heater panel with the front against 
the wall and use it as a ruler to mark the wall 
bracket fixing points.

For the FX125k heater, the marks shall be  
min. 3 cm above the heater.

The heater panel expands when heating up and 
must therefore slide freely through the brackets!

The screw must not be tightened more 
than the wall bracket holds the heater.

Check before fixing the 
control box to the wall.

Distance between fixing points  are
max. 130 cm. Last bracket is mounted 
about 10 cm from the heaters end. 


